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Parker Fluid Connectors Group
North American Divisions & Distribution Service Centers

Your complete source for quality 
tube fi ttings, hose & hose fi ttings, 
brass & composite fi ttings, quick-
disconnect couplings, valves and 
assembly tools, locally available 
from a worldwide network of 
authorized distributors.

Fittings:
Available in inch and metric sizes 
covering SAE, BSP, DIN, GAZ, JIS 
and ISO thread confi gurations, 
manufactured from steel, stainless 
steel, brass, aluminum, nylon and 
thermoplastic.

Hose, Tubing and Bundles:
Available in a wide variety of sizes 
and materials including rubber, 
wire-reinforced, thermoplastic, 
hybrid and custom compounds.

Worldwide Availability:
Parker operates Fluid Connectors 
manufacturing locations and sales 
o�  ces throughout North America, 
South America, Europe and Asia-
Pacifi c.

For information, call toll free...

1-800-C-PARKER
(1-800-272-7537)

North American Divisions
Fluid System Connectors 
Division
Otsego, MI
phone 269 692 6555
fax 269 694 4614

Engineering Support:
FSC.Apps@support.parker.com

Customer Support:
FSC.Support@support.parker.com

Quote Support:
FSC.Quotes@support.parker.com

Hose Products Division
Wickli� e, OH
phone 440 943 5700
fax 440 943 3129

Parfl ex Division
Ravenna, OH
phone 330 296 2871
fax 330 296 8433

Quick Coupling Division
Minneapolis, MN
phone 763 544 7781
fax 763 544 3418

Tube Fittings Division
Columbus, OH
phone 614 279 7070
fax 614 279 7685

Distribution Service Centers
Buena Park, CA
phone 714 522 8840
fax 714 994 1183

Conyers, GA
phone 770 929 0330
fax 770 929 0230

Louisville, KY
phone 502 937 1322
fax 502 937 4180

Portland, OR
phone 503 283 1020
fax 503 283 2201

Toledo, OH
phone 419 878 7000
fax 419 878 7001
fax 419 878 7420
 (FCG Kit Operations)

Canada
Milton, ONT
phone 905 693 3000
fax 905 876 1958

Mexico
Toluca, MEX
phone (52) 722 2754 200
fax (52) 722 2722 168

Suitable Fluids:
 ■ Compressed air (dry, wet, lubricated)
 ■ Vacuum
 ■ Industrial / Inert Gases

(Please consult us for other fl uids)

Maximum Working Pressure:
 ■ 100 psi (7 bar) from -4° to +185° F 

(-20° to +85° C)
 ■ 188 psi (13 bar) from -4° to +140° F 

(-20° to +60° C)
 ■ 232 psi (16 bar) from -4° to +115° F 

(-20° to 45° C)
* Max working pressure for 6” (168mm) is 

188 PSI
Vacuum Level: 99.9% (0.03” Hg / 1mbar)
Working Temp: -4° To +140° F

Resistance to:
 ■ Corrosion
 ■ Mineral compressor oils
 ■ Aggressive environments
 ■ Synthetic compressor oils
 ■ Mechanical shocks
 ■ Compressor oil carry over
 ■ Thermal variations
 ■ Ultraviolet (UV)

Materials:
 ■ Fiberglass reinforced polyamide
 ■ Plated brass
 ■ Stainless steel
 ■ Powder-coated aluminum
 ■ Nitrile seals

Transair Pipe Sizes
1/2” (16.5 mm)
1” (25 mm)
1 1/2” (40 mm)
2” (50 mm)
2 1/2” (63 mm)

3” (76 mm)
4” (101 mm)
6” (168 mm)
8” (220mm)

Transair is a fast, fl exible and easy to modify aluminum pipe system for 
compressed air, vacuum, and industrial / inert gas applications. Quick 
connections eliminate the need to thread or solder pipe. The lightweight 
aluminum pipe is easy to handle and safe to work with on elevated platforms. 
Transair offers signifi cant savings on installation, maintenance and operating 
costs, making it the most cost effective and effi cient pipe system.

Transair’s Additional Benefi ts Include:
 ■ Energy e�  cient

 ■ Lower installation costs

 ■ Push-to-connect technology

 ■ Immediate pressurization

 ■ Removable and reusable

 ■ Modular design

 ■ No corrosion

 ■ 10 year manufacturer warranty

 ■ Full bore design

 ■ 1/2" - 8" pipe sizes

The material used to manufacture the pipe and fi ttings are 100% recyclable. Transair 
pipe and fi ttings are guaranteed silicone free.

Certifi cations and Guarantees

Innovative Modular Pipe Systems

To learn more about our 
8 inch pipe offering, please refer 
to Bulletin 3531 or visit: 
www.parker.com/transair

Transair 8 Inch  

Modular Pipe System

Bulletin 3531 USA  |  March 2023

Ø 1/2” (16.5 mm)  Ø 7/8” (25 mm)  Ø 1 1/2” (40 mm) 
In sizes 1/2” (16,5mm), 1” (25mm), and 1-1/2” (40mm), 
Transair aluminum pipe uses push to connect technology. 
Simply push the pipe into the connector until it meets the 
depth mark on the pipe. The gripping ring will then engage 
and prevent the pipe from sliding out of the connector.

Ø 2” (50 mm) – Ø 2 1/2” (63 mm) 
In sizes 2” (50mm) and 2-1/2” (63mm), Transair aluminum 
pipe uses snap ring technology. Place the snap ring in the two 
holes at the end of the pipe and slide the nut in-place. Next, 
hand tighten the nut into the connector body. Lastly, use a 
pare of spanner wrenches to fully tighten the connector.

Ø 3” (76 mm) – Ø 4” (101 mm) – Ø 6” (168 mm) 
In sizes 3” (76mm), 4” (101mm), and 6” (168mm), Transair 
aluminum pipe uses clamshell technology. Place the 
cartridge on the pipe so it meets the lug. Then position 
the connector so the cartridge is in the middle. Lastly, 
close the connector and tighten with the provided bolts.

Cartridge Clamp
Pipe

Lug Socket Head Screw

Seal

Gripping RingSeal

Tightening Marks

Body Nut Pipe

Body Nut Pipe

Seal
Snap Ring

Transair Technology

Installation 
Video

Installation 
Video

Installation 
Video

Stainless Steel Drops
Transair 316L drops are the ideal solutions for compressed air and vacuum applications in demanding environments. We offer an array 
of 3/4” push to connect components to customize the drop to the point of use needs. Transair 316L drops can integrate into existing 
Transair aluminum or stainless steel systems. 

These modular components are easy to clean and offer a high chemical resistance. Since these components comply with FDA-CFR21 
requirements, Transair 316L drops can be used in areas where components are constantly in contact with food or beverages. 

Technical Specifi cations

Outside Diameter 3/4" (22mm)

Inside Diameter 0.77" (19.6mm)

Pressure Range 0 to 145psi (0 to 10 bar)

Temperature Range -4F to +248F (-20C to +120C)

Vacuum Rating 99.9% (0.03” Hg / 1mbar)

Seal Material FKM

Body Material 316L Stainless Steel

Product Features

 ■ Push to connect connections
 ■ Full bore design
 ■ Modular and reusable
 ■ Optimizes cleaning and maintenance operations
 ■ Large chemical compatibility (see chemical compatibility chart)
 ■ Connectors individually packaged in sealed plastic bags.

Instructions for Assembly and 
Disassembly of a Stainless Steel Drop

These drops can be connected to quick assembly brackets of Transair® aluminum range and to quick 
assembly brackets of Transair® stainless steel range.

Assembly: simply 
push the pipe 
into the fi tting.

Disassembly 1: 
Manually unscrew 
the nut and slide the 
nut along the pipe.

Disassembly 2: 
Put the red 
dismounting ring 
on the pipe and 
re-screw the nut 
on the fi tting.

Disassembly 3: 
Pull the pipe from 
the fi tting.

Disassembly 4: 
Manually unscrew 
the nut and 
remove the red 
dismounting ring.

Disassembly 5: 
Re-screw the nut on 
the fi tting without 
the red ring;  it is 
ready for assembly.

TRANSAIR® PART NO. DESCRIPTION

TF16 N7 00 3/4" (22MM) 316L STAINLESS STEEL PIPE (LENGTH: 20')

RF06 N7 02 3/4" (22MM) UNION CONNECTOR W/ FKM SEAL

RF02 N7 00 3/4" (22MM) 90° BENT PIPE ELBOW

RF02 N7 02 3/4" (22MM) 90° ELBOW W/ FKM SEAL

RF04 06N00 3/4” FEMALE NPT THREADED EQUAL TEE

RF05 N7N06 3/4" (22MM) MALE THREADED 3/4" NPT ADAPTER

RF36 06N04
3/4” FEMALE NPT THREADED 3 PORT WALL 

BRACKET (PLUGS NOT INCLUDED)

EF27 00N04 1/2” MALE NPT PLUG

0205 14 00 1/4” MALE NPT PLUG

VP502SS12 3/4” FEMALE NPT THREADED BALL VALVE W/ LOCKABLE HANDLE

EX01 N7 01 3/4” PIPE HANGER

EW11 N7 00 3/4" (22MM) DISMOUNTING RING

Product Selection Charts

Plug-In Reducer Selection Chart
REDUCTION DIAMETER

ST
AR

TI
NG

 D
IA

M
ET

ER

1/2" (16,5MM) 1" (25MM) 11/2" (40MM) 2" (50MM) 21/2" (63MM) 3" (76MM) 4" (101MM) 6" (168MM)

1/2" (16,5MM)        

1" (25MM) 6666 17 25       

11/2" (40MM)  6666 25 40      

2" (50MM)  6666 50 25 6666 40 50     

21/2" (63MM)   6666 40 63 6666 50 63    

3" (76MM)    RX64 L1 50 RX64 L1 63   

4" (101MM)    RX64 L3 50 RX64 L3 63 RX66 L3 L1  

6" (168MM)      RA66 L8 L1 RA66 L8 L3 

RX66 6666 17/25 25/40 RX646666 50 636666 25/40 50/63

Flange Accessories Chart
OD (IN) OD (MM) FLANGE PART NO. GASKET PART NO. BOLT KIT PART NO.

(FLANGE TO FLANGE) NUMBER OF BOLT KITS MAX. TIGHTENING TORQUE 
(FTLBS)

2 1/2 63 RA30 63 00 EW05 63 00 EW06 00 10 1 59

2 1/2 63 RA31 63 00 EW05 63 00 EW06 00 10 1 59

3 76 RA30 L1 00 EW05 L1 00 10 EW06 00 10 2 59

3 76 RA31 L1 00 EW05 L1 00 10 EW06 00 10 1 59

3 76 RA33 L1N24 EW05 L1 00 10 EW06 00 10 1 59

4 101 RA30 L3 00 EW05 L3 00 EW06 00 10 2 59

4 101 RA31 L3 00 EW05 L3 00 EW06 00 10 2 59

4 101 RA33 L3N24 EW05 L3 00 EW06 00 10 2 59

6 168 RA31 L8 00 EW05 L8 00 EW06 00 12 2 147

RA33 L1N24 RA33 L3N24RA30/31 63 RA30/31 L3  RA31 L8 K2RA31 L1 RA31 L8

Product Selection Charts
Drill Bit Selection Chart for Drop Brackets

 PART NO. OD (IN) OD (MM) TOOL PART NO.

 RA69 25 17 1 25 6698 02 02

 RA69 40 25 1 1/2 40 6698 02 01

 RA69 50 25 2 50 6698 02 01

 RA69 63 25 2 1/2 63 6698 02 01

 RA68 25N04 1 25 6698 02 02

 RA68 40N04 1 1/2 40 6698 02 01

 RA68 50N04 2 50 6698 02 01

 RA68 50N08 2 50 6698 02 01

 RA68 63N08 2 1/2 63 6698 02 01

 RR63 L1N08 3 76 EW09 00 30

 RR63 L3N08 4 101 EW09 00 30

 RR63 L8N12 6 168 EW09 00 51

 RR63 L8N16 6 168 EW09 00 64

 6662 25 17 1 25 6698 02 02

 6662 25 00 1 25 6698 02 02

 PART NO. OD (IN) OD (MM) TOOL PART NO.

 6662 40 17 1 1/2 40 6698 02 01

 6662 40 25 1 1/2 40 6698 02 01

 6662 50 25 2 50 6698 02 01

 6662 63 25 2 1/2 63 6698 02 01

 6663 25 22 1 25 6698 02 02

 6663 40 22 1 1/2 40 6698 02 01

 6663 50 22 2 50 6698 02 01

 6663 50 28 2 50 6698 02 01

 6663 63 22 2 1/2 63 6698 02 01

 6663 63 28 2 1/2 63 6698 02 01

 6668 25 22 1 25 6698 02 02

 6668 40 22 1 1/2 40 6698 02 01

 6668 50 22 2 50 6698 02 01

 6668 63 22 2 1/2 63 6698 02 01

 6668 63 28 2 1/2 63 6698 02 01

Butterfl y Valve Accessories Chart

OD (IN) OD (MM) BUTTERFLY VALVE PART NO. FLANGE PART NO.
BOLT KIT PART NO.

(FLANGE TO BUTTERFLY 
VALVE)

NUMBER OF BOLT KITS MAX. TIGHTENING TORQUE 
(FTLBS)

2 1/2 63 VR02 63 00 RA31 63 00 EW06 00 10 1 59

3 76 VR02 L1 00US RA31 L1 00 EW10 00 US 1 59

4 101 VR02 L3 00US RA31 L3 00 EW10 00 US 1 59

6 168 VR02 L8 00US RA31 L8 00 EW10 00 02 1 147

Ball Valve Accessories Chart

OD (IN) OD (MM) BALL VALVE PART NO. FLANGE PART NO. GASKET PART NO.
BOLT KIT PART NO.
(FLANGE TO BALL 

VALVE)
NUMBER OF BOLT KITS MAX. TIGHTENING 

TORQUE (FTLBS)

3 76 VR01 L1 00 46 RA31 L1 00 EW05 L1 00 10 EW06 00 14US 1 59

4 101 VR01 L3 00 46 RA31 L3 00 EW05 L3 00 EW10 00 15US 1 59

6 168 VR01 L8 00 RA31 L8 00 EW05 L8 00 EW10 00 16US 1 147

Working Pressure and Temperature
The maximum working pressure of the Transair® system versus the operating 
temperature can be seen in the diagram below.

-4° F                   32° F                 115° F                  140° F               158° F                185° F

*Except 6 in: maximum 188 PSI

0 PSI

atm

101 PSI

145 PSI

188 PSI

232 PSI

Flow Rate Main Ring Length (ft)
Compressor hp

SCFM 500 1000 2000 3000 4000 5000

10 1/2" 1/2" 1/2" 1" 1" 1"

<1525 1" 1" 1" 1" 1" 1"

50 1" 1" 1 1/2" 1 1/2" 1 1/2" 1 1/2"

75 1" 1 1/2" 1 1/2" 1 1/2" 1 1/2" 1 1/2"

15 to 40100 1 1/2" 1 1/2" 1 1/2" 1 1/2" 1 1/2" 1 1/2"

150 1 1/2" 1 1/2" 1 1/2" 2" 2" 2"

250 1 1/2" 1 1/2" 2" 2" 2 1/2" 2 1/2"

41 to 125350 2" 2" 2 1/2" 2 1/2" 2 1/2" 2 1/2"

500 2 1/2" 2 1/2" 2 1/2" 3" 3" 3"

750 2 1/2" 2 1/2" 3" 3" 4" 4"
126 to 250

1000 3" 3" 3" 4" 4" 4"

1250 3" 3" 4" 4" 4" 4"

125 to 500
1500 4" 4" 4" 4" 4" 4"

1750 4" 4" 4" 4" 4" 4"

2000 4" 4" 4" 4" 4" 6"

2250 4" 4" 4" 6" 6" 6"

501 to 1000

2500 6" 6" 6" 6" 6" 6"

2750 6" 6" 6" 6" 6" 6"

3000 6" 6" 6" 6" 6" 6"

3250 6" 6" 6" 6" 6" 6"

3500 6" 6" 6" 6" 6" 6"

4000 6" 6" 6" 6" 6" 6"

4500 6" 6" 6" 6" 6" 6"

1001 to 14005000 6" 6" 6" 6" 6" 6"

5500 6" 6" 6" 6" 6" 6"

Example  
 ■ Main system length (ring 

main): 1000 ft
 ■  Compressor power: 40 hp
 ■ Required fl ow rate: 150 SCFM
 ■ Working pressure: 100 PSI

Result:  The most suitable 
Transair® diameter is: 1 1/2".

Sizing Chart
Select the Transair® diameter for your application based on required fl ow against pressure 
drop. Estimated values: Closed loop system at 100 PSI with 5% pressure drop.



Stickers
9" × 2.25" • Qty: 16

Compressed Air Stickers

PART NO. QTY/
COLOR

PIPE 
DIAMETER

CA-WHT-L** 16 WHITE 6

CA-WHT-M** 16 WHITE 3, 4

CA-WHT-S** 16 WHITE 2

9" × 2.63" • Qty: 16

Vacuum Stickers

PART NO. QTY/
COLOR

PIPE 
DIAMETER

VAC-BLK-L* 16 BLACK 6

VAC-BLK-M* 16 BLACK 3, 4

VAC-BLK-S* 16 BLACK 2

9" × 2.63" • Qty: 16 9" × 2.63" • Qty: 16

Flow Directional Arrow 
Stickers

PART NO. QTY/ 
COLOR

PIPE 
DIAMETER

FL-ARROW-BLK-L* 16 
BLACK 6

FL-ARROW-BLK-M* 16 
BLACK 3, 4

FL-ARROW-BLK-S* 16 
BLACK 2

FL-ARROW-WHT-L** 16 
WHITE 6

FL-ARROW-WHT-M** 16 
WHITE 3, 4

FL-ARROW-WHT-S** 16 
WHITE 2

Tools

Pipe Cutter
Used for Transair® pipe

PART NO. OD (IN)

6698 03 01 1/2" - 3"

EW08 00 03 4" - 6"

Replacement Cutter 
Wheels
Used for Transair® pipe

PART NO. OD (IN)

EW08 00 99 6698 03 01

EW08 00 04 EW08 00 03

Electric Pipe Cutter
PART NO.

EW08 00 V3

Replacement Cutter Blade
PART NO.

EW08 00 ALUS

Drilling Tool
PART NO. OD (IN)

6698 02 02 5/8

6698 02 01 1

EW09 00 22* 1

EW09 00 30* 1 3/16

EW09 00 51* 2

EW09 00 64* 2 1/2
* Includes center drill 

Tool Case
PART NO.

6698 00 05

Drilling Jig for  
Rigid Aluminum Pipe
PART NO. OD (IN)

6698 01 03 1” – 2 1/2”

6698 01 01 1” – 1 1/2”

Pressurized System Drilling 
Tool, BSPP
PART NO. OD (IN)

EA98 06 00 1/2

Chamfer Tool
PART NO.

6698 04 01

Marking Tool
PART NO.

6698 04 03

Spanner Wrenches
PART NO.

6698 05 03

Deburring Tool
PART NO.

6698 04 02

Portable Tool Kit
PART NO.

EW01 00 02

Jaws for Portable Tool
PART NO. OD (IN)

EW02 L1 00 3

EW02 L3 00 4

EW02 L8 00 6

14V Battery for Portable 
Tool
PART NO.

EW03 00 01

Rigid 
Aluminum Pipe

Parker Hannifin Corporation
Fluid System Connectors Division
300 Parker Drive 
Otsego, MI 49078 
Phone: 480 830 7764
Fax: 480 325 3571
transaircustomerservice@parker.com
www.parker.com/transair

Composite 
Automatic 
Safety 
Couplers

Male NPT

PART NO. THD SIZE 
(IN) STYLE BODY 

(IN)

CP05 U1N02 1/4 ISO B 1/4

CP05 U1N03 3/8 ISO B 1/4

CP05 U1N04 1/2 ISO B 1/4

CP05 U2N02 1/4 ISO B 3/8

CP05 U2N03 3/8 ISO B 3/8

CP05 U2N04 1/2 ISO B 3/8

CP05 A1N02 1/4 ARO 1/4

CP05 A1N03 3/8 ARO 1/4

CP05 A1N04 1/2 ARO 1/4

Male Plug NPT

PART NO. THD SIZE 
(IN) STYLE BODY 

(IN)

9084 23 14 1/4 ISO B 1/4

9084 23 18 3/8 ISO B 1/4

9084 30 14 1/4 ISO B 3/8

9084 30 18 3/8 ISO B 3/8

9084 22 14 1/4 ARO 1/4

9084 22 18 3/8 ARO 1/4

Female NPT

PART NO. THD SIZE 
(IN) STYLE BODY 

(IN)

CP15 U1N02 1/4 ISO B 1/4

CP15 U1N03 3/8 ISO B 1/4

CP15 U1N04 1/2 ISO B 1/4

CP15 U2N02 1/4 ISO B 3/8

CP15 U2N03 3/8 ISO B 3/8

CP15 U2N04 1/2 ISO B 3/8

CP15 A1N02 1/4 ARO 1/4

CP15 A1N03 3/8 ARO 1/4

CP15 A1N04 1/2 ARO 1/4

Female Plug NPT

PART NO. THD SIZE 
(IN) STYLE BODY 

(IN)

9083 23 14 1/4 ISO B 1/4

9083 23 18 3/8 ISO B 1/4

9083 30 14 1/4 ISO B 3/8

9083 30 18 3/8 ISO B 3/8

9083 22 14 1/4 ARO 1/4

9083 22 18 3/8 ARO 3/8

Coupler with Hosetail

PART NO. THD SIZE 
(IN) STYLE BODY 

(IN)

CP21 U1 08 8 ISO B 1/4

CP21 U1 10 10 ISO B 1/4

CP21 U1 13 13 ISO B 1/4

CP21 U2 08 8 ISO B 3/8

CP21 U2 10 10 ISO B 3/8

CP21 U2 13 13 ISO B 3/8

CP21 A1 08 8 ARO 1/4

CP21 A1 10 10 ARO 1/4

CP21 A1 13 13 ARO 1/4

Plug with Hosetail

PART NO. THD SIZE 
(IN) STYLE BODY 

(IN)

9085 23 14 1/4 ISO B 1/4

9085 23 08 5/16 ISO B 1/4

9085 30 60 3/8 ISO B 1/4

9085 30 08 5/16 ISO B 3/8

9085 30 60 3/8 ISO B 3/8

9085 30 62 1/2 ISO B 3/8

Union Clamp Cartridge
PART NO. OD (IN)

RR00 L1 00 3

RR00 L3 00 4

RP00 L8 00 6

Union Clamp Bolts
PART NO. OD (IN)

EW04 00 01 3 & 4

Snap Ring
PART NO. OD (IN)

6650 00 00 16 2

6650 00 00 04 2 1/2

Plastic Plug
PART NO. OD (MM)

3126 06 00 6

3126 08 00 8

3126 12 00 12

Brass Plug
PART NO. THD SIZE

EF19 00 00 01 1/2 NPT

Drop Brackets

Simple Reducing Bracket
PART NO. OD (IN)

RA69 25 17 1

RA69 40 25 1 1/2

RA69 50 25 2

RA69 63 25 2 1/2

Female Threaded NPT 
Simple Reducing Bracket
PART NO. OD (IN) NPT (IN)

RA68 25N04 1 1/2

RA68 40N04 1 1/2 1/2

RA68 50N04 2 1/2

RA68 50N08 2 1

RA68 63N08 2 1/2 1

Female Threaded NPT 
Saddle Reducing Bracket
PART NO. OD (IN) NPT (IN)

RR63 L1N08 3 1

RR63 L3N08 4 1

Female Threaded NPT 
Saddle Reducing Bracket
PART NO. OD (IN) NPT (IN)

RR63 L8N12 6 1 1/2

RR63 L8N16 6 2

Quick Assembly Bracket
PART NO. OD1 (IN) OD2 (IN)

6662 25 17 1 1/2

6662 25 00 1 1

6662 40 17 1 1/2 1/2

6662 40 25 1 1/2 1

6662 50 25 2 1

6662 63 25 2 1/2 1

Female Threaded NPT 
Quick Assembly Bracket
PART NO. OD (IN) NPT (IN)

6663 25 22 1 1/2

6663 40 22 1 1/2 1/2

6663 50 22 2 1/2

6663 50 28 2 3/4

6663 63 22 2 1/2 1/2

6663 63 28 2 1/2 3/4

Threaded NPT  
Quick Assembly  
Bracket with Ball Valve
PART NO. OD (IN) NPT (IN)

6668 25 22 1 1/2

6668 40 22 1 1/2 1/2

6668 50 22 2 1/2

6668 63 22 2 1/2 1/2

6668 63 28 2 1/2 3/4

Pressurized System  
Bracket (Hot Tap)
PART NO. ØOD (IN) BSPP

EA98 25 04 1 1/2

EA98 40 04 1 1/2 1/2

EA98 50 04 2 1/2

EA98 63 04 2 1/2 1/2

Accessories

Spacer
PART NO. OFFSET HEIGHT (IN)

6697 00 03 1 3/4

Threaded Rod Adapter
PART NO.

0169 00 05 00

Hose Reel
PART NO. L (FT)

6698 11 11 25

6698 11 12 50

Blowgun
PART NO.

0659 00 14

Pipe Hangers
PART NO. OD (IN)

6697 17 01 1/2

6697 25 01 1

6697 40 01 1 1/2

6697 50 01 2

6697 63 01 2 1/2

ER01 L1 00* 3

ER01 L3 00* 4

ER01 L8 00* 6
*Rubber insulated

Pipe-to-Pipe and Threaded Connectors

Union Connector
PART NO. OD (IN)

6606 17 00 1/2

6606 25 00 1

6606 40 00 1 1/2

6606 50 00 2

6606 63 00 2 1/2

RR01 L1 00 3

RR01 L3 00 4

RR01 L8 00 6

Vented Union Connector
PART NO. OD (IN)

6676 25 00* 1

6676 40 00* 1 1/2

6676 50 00* 2

6676 63 00* 2 1/2

45° Elbow Union Connector
PART NO. OD (IN)

6612 25 00 1

6612 40 00 1 1/2

6612 50 00 2

6612 63 00 2 1/2

RX12 L1 00 3

RX12 L3 00 4

RX12 L8 00 6

End Cap with Plug
PART NO. OD (IN)

RA25 L1 04 3

RA25 L3 04 4

RA25 L8 04 6
 ■ End cap Plug is 1/2” BSPP

End Cap
PART NO. OD (IN)

6625 17 00* 1/2

6625 25 00* 1

6625 40 00* 1 1/2

6625 50 00* 2

6625 63 00* 2 1/2

RX25 L1 00 3

RX25 L3 00 4

RA25 L8 00 6
 ■ *Vented

Equal Cross 
PART NO. OD (IN)

RA07 40 00 1 1/2

RA07 50 00 2

RA07 63 00 2 1/2

RA07 L1 00 3

RA07 L3 00 4

Equal Y
PART NO. OD (IN)

RA26 L1 00 3

RA26 L3 00 4

RA26 L8 00 6

90° Elbow
PART NO. OD (IN)

6602 17 00 1/2

6602 25 00 1

6602 40 00 1 1/2

6602 50 00 2

6602 63 00 2 1/2

RX02 L1 00 3

RX02 L3 00 4

RA02 L8 00 6

Male NPT Threaded 90° 
Elbow
PART NO. OD (IN) NPT (IN)

6609 17 14 1/2 1/4

6609 17 22 1/2 1/2

6609 25 22 1 1/2

6609 25 28 1 3/4

6609 25 35 1 1

6609 40 35 1 1/2 1

6609 40 43 1 1/2 1 1/4

6609 40 50 1 1/2 1 1/2

6609 40 44 1 1/2 2

6609 50 50 2 1 1/2

6609 50 44 2 2

Equal Tee
PART NO. OD (IN)

6604 17 00 1/2

6604 25 00 1

6604 40 00 1 1/2

6604 50 00 2

6604 63 00 2 1/2

RX04 L1 00 3

RX04 L3 00 4

RX04 L8 00 6

Reducing Tee
PART NO. OD1 (IN) OD2(IN)

6604 50 25 2 1

6604 50 40 2 1 1/2

6604 63 40 2 1/2 1 1/2

6604 63 50 2 1/2 2

RX24 L1 40 3 1 1/2

RX24 L1 50 3 2

RX24 L1 63 3 2 1/2

RX24 L3 40 4 1 1/2

RX24 L3 50 4 2

RX24 L3 63 4 2 1/2

RX04 L3 L1 4 3

RA04 L8 L3 6 4

RA04 L8 L1 6 3

RA04 L8 63 6 2 1/2

Female NPT Threaded Tee
PART NO. OD (IN)

RX20 L1N04 3

RX20 L3N04 4

Plug-In Reducer
PART NO. OD1 (IN) OD2(IN)

6666 17 25 1/2 1

6666 25 40 1 1 1/2

6666 25 50 2 1

6666 40 63 2 1/2 1 1/2

6666 40 50 2 1 1/2

6666 50 63 2 1/2 2

RX64 L1 50 3 2

RX64 L1 63 3 2 1/2

RX64 L3 50 4 2

RX64 L3 63 4 2 1/2

RX66 L3 L1 4 3

RA66 L8 L3 6 4

RA66 L8 L1 6 3

Manifolds

PART NO. OD 
(IN)

NPT 
(IN) PORTS

6651 25 12 04 1 4

6651 40 12 04 1 1/2 4

6653 25 22 06 1 1/2 6

6653 40 22 06 1 1/2 1/2 6

Male NPT Adapter
PART NO. OD (IN) NPT (IN)

6621 17 22 1/2 1/2

6621 25 22 1 1/2

6621 25 28 1 3/4

6621 25 35 1 1

6621 40 43 1 1/2 1 1/4

6621 40 50 1 1/2 1 1/2

RR21 L1N20 3 2 1/2

RR21 L1N24 3 3

Male NPT Stud Nut
PART NO. OD (IN) NPT (IN)

6611 17 22 1/2 1/2

6611 25 22 1 1/2

6611 25 28 1 3/4

6611 25 35 1 1

6611 40 35 1 1/2 1

6611 40 43 1 1/2 1 1/4

6611 40 50 1 1/2 1 1/2

6611 40 44 1 1/2 2

6611 50 44 2 2

6611 50 50 2 1 1/2

6611 63 44 2 1/2 2

6611 63 41 2 1/2 2 1/2

Male NPT Threaded 
Connector
PART NO. OD (IN) NPT (IN)

6605 17 14 1/2 1/4

6605 17 22 1/2 1/2

6605 25 22 1 1/2

6605 25 28 1 3/4

6605 25 35 1 1

6605 40 35 1 1/2 1

6605 40 43 1 1/2 1 1/4

6605 40 50 1 1/2 1 1/2

6605 40 44 1 1/2 2

6605 50 50 2 1 1/2

6605 50 44 2 2

6605 63 44 2 1/2 2

6605 63 41 2 1/2 2 1/2

6605 63 46 2 1/2 3

Male NPT Threaded 
Connector
PART NO. OD (IN) NPT (IN)

6615 25 22 1 1/2

6615 25 28 1 3/4

6615 25 35 1 1

6615 40 43 1 1/2 1 1/4

6615 40 50 1 1/2 1 1/2

6615 50 50 2 1 1/2

6615 50 44 2 2

Flange
PART NO. OD(IN)

RA30 63 00 DIN 2 1/2

RA31 63 00 ANSI 2 1/2

RA30 L1 00 DIN 3

RA31 L1 00 ANSI 3

RA33 L1N24 ANSI 3

RA30 L3 00 DIN 4

RA31 L3 00 ANSI 4

RA33 L3N24 ANSI 4

RA31 L8 00 ANSI 6

RA31 L8 K2 ANSI 8
 ■ RA33 – 3” male NPT connection

Flange Gasket
PART NO. OD (IN)

EW05 63 00 2 1/2

EW05 L1 00 10 3

EW05 L3 00 4

EW05 L8 00 6

EW05 K2 00 8

Flange to Flange Bolt Kit
PART NO. OD (IN)

EW06 00 10 2 1/2, 3, 4

EW06 00 12 6

Valves

Ball Valve
PART NO. OD (IN) STANDARD

VR01 L1 00 46 3 ANSI

VR01 L3 00 46 4 ANSI

VR01 L8 00 6 ANSI

Flange to Ball Valve  
Bolt Kits 
PART NO. OD (IN)

EW06 00 14US 3

EW10 00 15US 4

EW10 00 16US 6

Safety Lockable Double  
Female Valve
PART NO. OD (IN)

4092 17 00 1/2

4092 25 00 1

4092 40 00 1 1/2

4092 50 00 2

4092 63 00 2 1/2

Lockable Valve Handle
PART NO. VALVE DIA. (IN)

EW08 L1 00 3

EW08 L3 00 4

EW08 L8 00 6

Butterfly Valve
PART NO. OD (IN)

VR02 63 00 2 1/2

VR02 L1 00US 3

VR02 L3 00US 4

VR02 L8 00US 6

Flange to Butterfly Valve  
Bolt Kits
PART NO. OD (IN)

EW06 00 10 2 1/2

EW10 00 US 3, 4

EW10 00 02 6

Safety Lockable, Vented, 
Threaded Double Female 
Valve
PART NO. PIPE THD. [PTF]

VVP502P-8 1/2

VVP502P-12 3/4

VVP502P-16 1

Safety Lockable, Vented,  
Threaded Male – Female 
Valve

PART NO. FEMALE PIPE THRD 
[PTF]

VVP501P-4 1/4

VVP501P-8 1/2*

VVP501P-12 3/4**

VVP501P-16 1**
*PTF Special Short  **PTF SPL Extra Short

PART NO. OD (IN) L (FT) COLOR

1012A17 04 00 1/2 9 BLUE

1014A17 04 1/2 15 BLUE

1012A25 04 00 1 9 BLUE

1016A25 04 00 1 20 BLUE

1012A40 04 00 1 1/2 9 BLUE

1016A40 04 00 1 1/2 20 BLUE

1016A50 04 2 20 BLUE

1016A63 04 2 1/2 20 BLUE

TA16 L1 04 3 20 BLUE

TA16 L3 04 4 20 BLUE

TA16 L8 04 6 20 BLUE

1012A17 06 00 1/2 9 GRAY

1016A25 06 00 1 20 GRAY

1016A40 06 00 1 1/2 20 GRAY

1016A50 06 2 20 GRAY

1016A63 06 2 1/2 20 GRAY

TA16 L1 06 3 20 GRAY

TA16 L3 06 4 20 GRAY

TA16 L8 06 6 20 GRAY

1014A17 02 1/2 15 GREEN

1016A25 02 00 1 20 GREEN

1016A40 02 00 1 1/2 20 GREEN

1016A50 02 2 20 GREEN

1016A63 02 2 1/2 20 GREEN

TA16 L1 02 3 20 GREEN

TA16 L3 02 4 20 GREEN

TA16 L8 02 6 20 GREEN

Flexible Hose

PART NO. OD (IN) L (FT)

1001E25 00 01 1 1' 10"

1001E25 00 03 1 4' 11"

1001E25 00 04 1 6' 6"

1001E40 00 02 1 1/2 3' 9"

1001E40 00 04 1 1/2 6' 6"

1001E40 00 05 1 1/2 9' 10"

1001E50 00 09 2 3' 3"

1001E50 00 04 2 6' 6"

1001E63 00 08 2 1/2 4' 7"

1001E63 00 05 2 1/2 9' 10"

1001E63 00 06 2 1/2 13' 1"

FP01 L1 01 3 4' 11"

FP01 L1 02 3 6' 6"

FP01 L3 02 4 6' 6"

FP01 L3 03 4 9'10"

FX01 L8 02 6 10' 6"

Anti Whip-Lash Strap
PART NO. HOSE DIAMETER (IN)

6698 99 03 1-4"

6698 99 07 6"
Wall Brackets

3 Port Wall Bracket

PART NO. OD 
(IN)

NPT 
(IN) PORTS

6696 25 22 1 1/2 3

6636 28 22 3/4 3

90° Wall Bracket

PART NO. OD 
(IN)

NPT 
(IN) PORTS

6684 17 22 1/2 1/2 2

6684 25 22 1 1/2 2

6688 22 22 1/2 2

45° Wall Bracket

PART NO. OD 
(IN)

NPT 
(IN) PORTS

6640 17 22 1/2 1/2 1

6640 25 22 1 1/2 1

6642 22 22 1/2 1

6689 17 22 1/2 1/2 2

6689 25 22 1 1/2 2

6691 22 22 1/2 2

45° Wall Bracket  
with Ball Valve

PART NO. OD 
(IN)

NPT 
(IN) PORTS

6679 17 22 1/2 1/2 1

6679 25 22 1 1/2 1

6694 17 22 1/2 1/2 2

6694 25 22 1 1/2 2

3 Port Wall Bracket  
with Ball Valve

PART NO. OD (IN) NPT 
(IN) PORTS

6638 25 
22 1 1/2 3


